
WANE SCANNER W-1000

Scannersystem for wane measurements and 
geometric data of boards on transversal conveyors

Automatic board sorters

Optimized crosscutting, trimmers

Edging machines

Reject or turning operations prior to edgers
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A Dataset / Module:    coordinates of wane/track

	                            thickness
	                            width
	                            length
	                            twist (will be calculated externaly)
Interface:	 RS-422, 115 kB/sec 		
Power:	 24V/DC, 300mA 
Temperature range:	 -25 to +50°C
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LE geeignet bis zu höchsten Vorschubgeschwindigkeiten

tolerant gegen Schieflagen der Bretter am Querförderer

einfache Anbindung an unterschiedliche 
Optimierungsrechner

einfache Installation bei Neuanlagen 
und Modernisierungen

keine zusätzlichen Beleuchtungsmittel

Fremdlichtresistent
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Systembus

SCANNUNG

OPTIMIERUNG

STEUERUNG

H-Sensortechnik
Power/Interface-box

Spannungs-
versorgung

RS-422

Encoder

Messdaten:
Datensatz/Modul:  Waldkantenkoordinaten/Spur
 Brettdicke
 Brettbreite    
 Groblänge
 Verdrehung (Twist), extern berechenbar 
Schnittstelle: RS422 oder RS232, 115 KB/sec
Datenformat: binäres Datenpaket mit Checksumme
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Features:
 Operates on high speed convectors 

 Tolerant against subsidence slope of the boards

 Easy integration into new or retrofitted installations

 No additional Illumination equipment required

 Not impeded by external lights


